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Safe Work Procedure —“Makita Router Tabl

Curtting Hands / Fingers

Noise
Airborne Dust

. 000X

Sawdust / Shavings Only persons assessed as competent are to operate this machine without
the direct supervision of the teacher

Falling Timber

Ensure that no loose material is on
the machine top, and that the table
free from gum and residue buildup

Ensure that the cutters are sharp, not

damaged and fitted correctly
Ensure that the dust extractoris on
Ensure no metal particles in timber
before routing

Ensure guards are in place

Ensure that the timber is free of oo:

knots, splits, and other imperfections

before routing
Ensure adequate lighting for task
Locate and test all emergency stop:

Tumn isolator off before carrying out

Maintenance or any adjustments

Report faulty machinery immediately

and ensure machine is tagged out

Wear all appropriate PPE

Use clamping methods when appropriate

Never leave the machine running while
unattended

Feed at an efficient rate to keep the router

cutting
Use a safe work posture ensuring hair
tied back

Use guards at all times.
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Operator Emergency Stop
Push Stick

Depth Adjustment

Stop Button

Start Button

Operate machinery if affected by
medication

Operate machinery if you have taken
alcohol or drugs.

Wear loose personal clothing or
jewellery.

Remove broken pieces, knots o chips
fromthe sander until the machine stops
running

Wear gloves

Place hands / fingers in the vicinity of the
cutter

Clean area after use and leave tidy.
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SAFE WORK PROCEDURE

 Insert name Of Plant



DO NOT use this machine unless you have been instructed in the safe use and operation

MANDATORY PERSONAL PROTECTIVE EQUIPMENT.

                            



PRE-OPERATIONAL SAFETY CHECKS

	





OPERATIONAL SAFETY CHECKS 

	





HOUSEKEEPING

	





POTENTIAL HAZARDS

	



 

This SWP does not necessarily cover all possible hazards associated with the machine and should be used in conjunction with other references

It is designed to be used as an adjunct to teaching Safety Procedures and to act as a reminder to users prior to machine use
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